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vailable apertures:
d0.4  (circular aperture Ø 0.4 mm)
d0.6  (circular aperture Ø 0.6 mm)
d0.8  (circular aperture Ø 0.8 mm)
d1.0  (circular aperture Ø 1.0 mm)
d1.2  (circular aperture Ø 1.2 mm)

Available fork sizes: (cf. dimensions page 3)
10/15  (fork width A=10 mm, fork depth B=15 mm)
10/25  (fork width A=10 mm, fork depth B=25 mm)
10/30  (fork width A=10 mm, fork depth B=30 mm)
20/15  (fork width A=20 mm, fork depth B=15 mm)
20/30  (fork width A=20 mm, fork depth B=30 mm)
25/50  (fork width A=25 mm, fork depth B=50 mm)
25/80  (fork width A=25 mm, fork depth B=80 mm)
30/15  (fork width A=30 mm, fork depth B=15 mm)
30/30  (fork width A=30 mm, fork depth B=30 mm)

4-pole M8-connector

(Connecting cable:
cab-M8/4-..., cf. page 4)

Switching state
indication by
means of a
yellow LED

Mounting holes

FIA Series

FIA-L-08-...-P-IR

- Infrared laser light beam
- Class 1 laser product (850 nm, P<0.39 mW)
- Integrated electronics
- Switching state indicator (yellow LED)
- Scratch-resistant optics
- 4-pole M8-connector
- Sturdy aluminum housing
- Compact design
- Insensitive to dirt accumulation, insensitive to outside light
- High switching frequency (typ. 25 kHz)

Design

Product name:

FIA-L-08-(aperture)-(fork size)-P-IR

Aluminum housing,
anodized in black

Receiver optics
with IR filter

Transmitter optics
with IR laser light
beam

○

○

○

○

○

Housing anodised
black in future



  Data Sheet  FIA-L-08-P-IRFIA-L Series  •  Laser Fork Light Barriers with Integrated Amplifier

info@sensorinstruments.de  •  www.sensorinstruments.de
   (2020-03-30)   FIA-L-08-...-P-IR / Page 2 of 3

(xxx)

Subject to alteration

Sensor Instruments GmbH  •  D-94169 Thurmansbang  •  Schlinding 11
Tel. +49 (0)8544 9719-0  •  Fax +49 (0)8544 9719-13

epyT RI-P-...-80-L-AIF

ecruosthgiL
.1-52806NENIDot.cca1ssalcresal,rewop.tpo.xamWm93.0,noitarepoCA,mn058resaletatsdiloS

.serusaemevitcetorplanoitiddaonseriuqereroferehtsrettimsnartresalesehtfoesuehT

tcejboelbatceted.niM mm3.0.pyt

ytilibicudorpeR mm10.0.pyt

retliflacitpO retlifkcolbRI

ylppusegatloV detcetorpytiralopesrever,)%01±(CDV42+

thgiltneibmA xuL0005otpu

noitpmusnoctnerruC Am02.pyt

eziserutrepA mm2.1Ø/mm0.1Ø/mm8.0Ø/mm6.0Ø/mm4.0ØserutreparalucriC

)x2(stuptuognihctiwS
).o.nnpn(gnihctiws-kradnpn/).c.npnp(gnihctiws-thgirbpnp=Q

).c.nnpn(gnihctiws-thgirbnpn/).o.npnp(gnihctiws-kradpnp=vniQ
noitcetorptiucric-trohs,Am001

gnitarerusolcnE 76PI

egnarerutarepmetgnitarepO C°05+...C°02-

egnarerutarepmetegarotS C°58+...C°02-

lairetamgnisuoH kcalbnidezidona,munimulA

snoisnemidgnisuoH 3egapees

epytrotcennoC rotcennoc-8Melop-4

ot.ccatsetCME 2-5-74906NENID

ycneuqerfgnihctiwS zHk52.pyt

rotacidnietatsgnihctiwS
gnisuohrosnesehtnidetargetniDELwolleyafosnaemyb

derevocrosnes=ffoDELeerfrosnes=noDEL

Technical Data

Class 1  Laser Product
IEC 60825-1: 2014

P<0.39 mW

COMPLIES WITH 21 CFR 1040.10 AND 1040.11
EXCEPT FOR CONFORMANCE WITH IEC 60825-1

ED. 3, AS DESCRIBED IN
LASER NOTICE NO. 56, DATED MAY 8, 2019.

The laser transmitter of FIA-L Series comply with laser class 1 according to
EN 60825-1. Under reasonably foreseeable conditions a class 1 laser is safe.
The reasonably foreseeable conditions are kept during specified normal operation.
The use of these laser transmitters therefore requires no additional protective
measures.

The laser transmitter of FIA-L Series are supplied with an information label
„CLASS 1 LASER PRODUCT“.

Laser Information
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Dimensions

(All dimensions in mm)

Fork
size dim. A dim. B

10/15 10 mm 15 mm
10/25 10 mm 25 mm
10/30 10 mm 30 mm
20/15 20 mm 15 mm
20/30 20 mm 30 mm
25/50 25 mm 50 mm
25/80 25 mm 80 mm
30/15 30 mm 15 mm
30/30 30 mm 30 mm

FIA-L-08-...-P-IR:

Connector Assignment

Available connecting cables:

cab-M8/4-g-2  (l=2m)
cab-M8/4-g-5  (l=5m)
cab-M8/4-w-2  (angle type, l=2m)
cab-M8/4-w-5  (angle type, l=5m)

Connector assignment FIA-L-08-...-P-IR:
(4-pole M8-connector)

Pin: Assignment:
1 +Ub (+24VDC ± 10%)
2 Qinv (pnp dark-switching, npn bright-switching)
3 0V (GND)
4 Q (pnp bright-switching, npn dark-switching) 3

2 4

1 

cab-M8/4-g-... cab-M8/4-w-...


